
The Stainless Steel Advantage



Standard Bench Mounted Units
Dual temp (hot and cold)

Standard units height range between 930-1040mmH

T-3M53007 T-3M53015 T-3M53058

Standard Height Pre-Rinse Units

T-3M53430 T-3M53473T-3M53449

Standard Wall Mounted Units
Dual temp (hot and cold)

Standard units height range between 930-1040mmH



T-3M53700 T-3M53712T-3M53706

Standard Wall Mounted Units
Single temp (hot, cold or tempered)

Standard units height range between 930-1040mmH

T-3M53810 T-3M53822T-3M53816

Standard Wall Mounted Units
Dual temp (hot and cold)

Standard units height range between 930-1040mmH

T-3M53100 T-3M53106 T-3M53112

Standard units height range between 930-1040mmHStandard Bench Mounted Units
Single temp (hot, cold or tempered)



Compact Height Pre-Rinse Units

innovate. create. deliver.

T-3M53430-C T-3M53473-CT-3M53449-C

Compact Wall Mounted Units
Dual temp (hot and cold)

Compact units height range between 460-620mmH

Compact units height range between 460-620mmHCompact Bench Mounted Units
Dual temp (hot and cold)

T-3M53007-C T-3M53015-C T-3M53058-C



Complete Clean-A-Jet® range available online.
www.3monkeez.com.au/clean-a-jet

Compact Wall Mounted Units
Dual temp (hot and cold)

Compact units height range between 460-620mmH

T-3M53810-C T-3M53822-CT-3M53816-C

T-3M53100-C T-3M53106-C T-3M53112-C

Compact units height range between 460-620mmHCompact Bench Mounted Units
Single temp (hot, cold or tempered)

T-3M53700-C T-3M53712-CT-3M53706-C

Compact Wall Mounted Units
Single temp (hot, cold or tempered)

Compact units height range between 460-620mmH



Choosing your ideal commercial tapware solution is easy. Select the mount, inlets, height, and optional extras.

All units fully assembled and individually bench tested in Australia, and include a unique, traceable serial number.

Standard or Compact Height

Bench or Wall Mounted

Bench Mounted

Standard Height

Wall Mounted

Compact Height



Choosing your ideal commercial tapware solution is easy. Select the mount, inlets, height, and optional extras.

All units fully assembled and individually bench tested in Australia, and include a unique, traceable serial number.

Optional 6” or 12” Pot Filler

6” Pot Filler
12” Pot Filler

Dual or Single Temperature

Dual Inlet Valves
(hot and cold)

Single Inlet Valve
(hot, cold or tempered)



innovate. create. deliver.

NSW 02 9627 6111

VIC 03 9357 6562

QLD 07 3881 0322

WA 08 6305 0681

SA 0417 731 718

ACT 0408 446 961

TAS 03 6344 7060

NT 0447 382 658

FNQ 07 4775 6956

www.3monkeez.com.au

sales@3monkeez.com.au
Disclaimer: The information provided by 3monkeez Pty. Ltd and displayed within this brochure is 
subject to change. For the latest product information and updates visit www.3monkeez.com.au.

The Stainless Steel Advantage

ZERO LEAD CONTAMINATION
Water quality not compromised.

NO GRIME BUILD-UP
Waterways remain clean and the 
quality and taste of the water is 
not distorted.

SMOOTH FINISH
Stainless steel provides an easy 
to clean surface and prevents the 
build-up of bacteria.

SMALL FOOTPRINT
Stainless steel is 100% recyclable.

HIGHLY DURABLE 
Strong material reducing the 
occurrence of dents and bends.

Premium Quality
To ensure 3monkeez® tapware withstands the rigors of 
any commercial application, our Guardian Tapware® and 
Clean-A-Jet® range of products are manufactured from 
100% stainless steel (S/S). 

The clean, attractive appearance and premium 
qualities of stainless steel protect your health and the 
environment, making it ideally suited to modern fit-
outs to provide a lifetime of satisfaction.


